RESPONSES WILL BE
PUBLICLY OPENED
04/2772021

STATE OF LOUISIANA 10:00 AM CST

LOUISIANA AGRICULTURAL FINANCE AUTHORITY

INVITATION TO BID

Solicitation: 832119
Openving Date: 04/27/2021

Vendor Name and Address: (to be completed by Vendor “typed or printed”)

Name of Solicitation: LAFA Trucks

Notice to bidder:

SUBMIT NON-ELECTRONIC RESPONSE
TO: Louisiana Agricultural
Finance Authority

Procurement Division

Suite 1000

5825 Florida Blvd.

Baton Rouge, LA 70806

Solicitation Number: 932119
Version: 1

Buyer: JENNIFER BELLC

Buyer Phone: 225-952-8162
E-Mail: dbellofldaf.state.la.us

All bids must be received no later than April 27, 26021, 16:00 am CST.

See attached for specifications and special conditions.

Bids may be mailed through the U.S. Postal Service or delivered by hand courier service to:

Louisiana Department of Agriculture & Forestry
Louisiana Agricultural Finance Authority
Procurement Section

Suite 1000

5825 Florida Blvd.

Baton Rouge, LA 70806




Description

Quantity

Unit

Unit
Price

Extended
Amount

2021 60000 GVWR Truck and 6000 Pound Capacity
Boom Assembly and Van Body for the State of
Louisiana, Louisiana Agricultural Finance
Authority (LAFA), 5825 Florida Blvd.,
Baton Rouge, LA 70806 to include:

International Model Number HV613 SBA or
approved equal.

Kanawha Test Equipment Van Body and Boom
Assembly Model Number FA 6000-20FT or
approved equal.

Please state manufacturer and model number
bid:

2021 60000 GVWR Truck and Livestock Test
Unit for the State of Louisiana, Louisiana
Agricultural Finance Authority (LAFA),
5825 Florida Blvd., Baton Rouge, LA 70806
to include:

International Model Number HV613-SBA or
approved equal.

Kanawha Livestock Test Unit Model Number
KTE16FT - KB or approved equal.

Please state manufacturer and model number
bid:

Please state trade in values bid for
vehicles listed below:

30763 2008 Mack Model#/Weight 54000,
Color: Beige, VIN: 1M2AX18C48M002564,
Current Miles: 284,492

30764 2008 Mack Model#/Weight 54000,
Color: Beige, VIN: 1M2A1B8C78MBO2297,
Current Miles: 214,598

3

Each

Each

Each

Each

VENDOR TELEPHONE NUMBER:
FAX NUMBER:

TITLE

DATE

Signature of Authorized Bidder

Neme of Bidder
(Typed or printed)




INSTRUCTIONS TO BIDDERS
1. READ THE ENTIRE BID, INCLUDING ALL TERMS AND CONDITIONS AND SPECIFICATIONS.

2. ALL BID PRICES MUST BE TYPED OR WRITTEN IN INK. ANY CORRECTIONS,
ERASURES QR QTHER FORMS OF ALTERATION TO UNIT PRICES SHOULD BE INITIALED BY
THE BIDDER.

3. THIS BID IS TO BE MANUALLY SIGNED IN INK.

4. BID PRICES SHALL INCLUDE DELIVERY OF ALL ITEMS F.0.B. DESTINATION OR AS
OTHERWISE PROVIDED, BIDS CONTAINING "PAYMENT IN ADVANCE" OR "C.0.D" REQUIREMENTS
MAY BE REJECTED. PAYMENT IS TO BE MADE WITHIN 30 DAYS AFTER RECEIPT OF PROPERLY
EXECUTED INVOICE OR DELIVERY, WHICHEVER IS LATER.

5. AMOUNT OF BID BOND REQUIRED: ADDRESSED IN THE SPECIAL TERMS AND CONDITIONS SECTION IF
APPLICABLE

6. AMOUNT OF PERFORMANCE BOND, IF REQUIRED: ADDRESSED IN THE SPECIAL TERMS AND CONDITIONS
SECTION

7. DESIRED DELIVERY: ADDRESSED IN THE SPECIAL TERMS AND CONDITIONS SECTION

8. TO ASSURE CONSIDERATION OF YOUR BID, ALL BIDS AND ADDENDA SHOULD BE
RETURNED IN AN ENVELOPE OR PACKAGE CLEARLY MARKED WITH THE BID OPENING DATE AND
THE BID NUMBER, OR SUBMITTED IN THE SPECIAL ENVELOPE IF FURNISHED FOR THAT
PURPOSE .

9. BIDS SUBMITTED ARE SUBJECT TO PROVISIONS OF THE LAWS OF THE STATE OF LOUISIANA
INCLUDING BUT NOT LIMITED TO L.R.5. 39:1551-1736; PURCHASING RULES AND REGULATIONS;
EXECUTIVE ORDERS; STANDARD TERMS AND CONDITIONS; SPECIAL CONDITIONS; AND
SPECIFICATIONS LISTED IN THIS SOLICITATION.

10. IMPORTANT: BY SIGNING THE BID, THE BIDDER CERTIFIES COMPLIANCE WITH ALL
INSTRUCTIONS TO BIDDERS, TERMS, CONDITIONS AND SPECIFICATIONS, AND FURTHER CERTIFIES
THAT THIS BID IS MADE WITHOUT COLLUSION OR FRAUD. THIS BID IS TO BE MANUALLY SIGNED IN
INK BY A PERSON AUTHORIZED TO BIND THE VENDOR (SEE NO.30). ALL BID INFORMATION SHALL BE
WITH INK OR TYPEWRITTEN,

11. ADDRESS ALL INQUIRIES AND CORRESPONDENCE TO THE BUYER AT THE PHONE AND ADDRESS SHOWN
ABOVE.

12, CONFERENCE: ADDRESSED IN THE SPECIAL TERMS AND CONDITIONS SECTION IF APPLICABLE

13. BID FORMS.
ALL WRITTEN BIDS, UNLESS OTHERWISE PROVIDED FOR, MUST BE SUBMITTED ON, AND IN ACCORDANCE WITH,
FORMS PROVIDED, PROPERLY SIGNED (SEE NO. 30). BIDS SUBMITTED IN THE FOLLOWING MANNER WILL NOT BE
ACCEPTED:

A. BID CONTAINS NO SIGNATURE INDICATING INTENT TO BE BOUND;

B. BID FILLED OUT IN PENCIL; AND

C. BID NOT SUBMITTED ON THE STATE'S STANDARD FORMS.



BIDS WMUST BE RECEIVED AT THE ADDRESS SPECIFIED IN THE SOLICITATION PRIOR TO BID OPENING TIME IN
ORDER TO BE CONSIDERED. FAX ALTERATIONS, NOT INVOLVING PRICING, TO BIDS RECEIVED BEFQORE BID
OPENING TIME WILL BE CONSIDERED PROVIDED BID FORM AND FAXED ALTERATION HAVE BEEN RECEIVED AND
TIME-STAMPED BEFORE BID OPENING. ALTERATIONS TO PRICE MUST BE RECEIVED IN A SEALED ENVELOPE
WITH THE BID NUMBER, OPENING DATE AND TIME DISPLAYED ON THE OUTSIDE OF THE ENVELOPE AND TIME
STAMPED BEFORE BID OPENING. ENTIRE BID SHOULD BE RETURNED, EXECEPT ITEM PAGES NOT BID.

14. STANDARDS OF QUALITY.

ANY PRODUCT OR SERVICE BID SHALL CONFORM TO ALL APPLICABLE FEDERAL AND STATE LAWS AND
REGULATIONS AND THE SPECIFCATIONS CONTAINED IN THE SOLICITATION. UNLESS OTHERWISE
SPECIFIED IN THE SOLICITATION, AND ANY MANUFACTURER'S NAME, TRADE NAME, BRAND NAME, OR
CATALOG NUMBER USED IN THE SPECIFICATION IS FOR THE PURPQSE OF DESCRIBIING THE
STANDARD OF QUALITY, PERFORMANCE AND CHARACTERISTICS DESIRED AND IS NOT INTENDED TO
LIMIT OR RESTRICT COMPETITION. BIDDER MUST SPECIFY THE BRAND AND MODEL NUMBER OF
THE PRODUCT OFFERED IN HIS BID. BIDS NOT SPECIFYING BRAND AND MODEL NUMBER SHALL BE
CONSIDERED AS OFFERING THE EXACT PRODUCTS SPECIFIED IN THE SOLICITATION.

15. DESCRIPTIVE INFORMATION.

BIDDERS PROPOSING AN EQUIVALENT BRAND OR MODEL SHOULD SUBMIT WITH THE BID
INFORMATION (SUCH AS ILLUSTRATIONS, DESCRIPTIVE LITERATURE, TECHNICAL DATA)
SUFFICIENT FOR STATE OF LOUISIANA TO EVALUATE QUALITY, SUITABILITY, AND COMPLIANCE
WITH THE SPECIFICATIONS IN THE SOLICITATION. FAILURE TO SUBMIT DESCRIPTIVE
INFORMATION MAY CAUSE BID TO BE REJECTED. ANY CHANGE MADE TO A MANUFACTURER'S
PUBLISHED SPECIFICATIONS SUBMITTED FOR A PRODUCT SHALL BE VERIFIABLE BY THE
MANUFACTURER. IF ITEM(S) BID DO NOT FULLY COMPLY WITH SPECIFICATIONS (INCLUDING
BRAND AND/OR PRODUCT NUMBER), BIDDER SHOULD STATE IN WHAT RESPECT ITEM(S) DEVIATE.
FAILURE TO NOTE EXCEPTIONS ON THE BID FORM WILL NOT RELIEVE THE SUCCESFUL BIDDER(S)
FROM SUPPLYING THE ACTUAL PRODUCTS REQUESTED.

16. BID OPENING.

BIDDERS MAY ATTEND THE BID OPENING, BUT NO INFORMATION OR OPINIONS CONCERNING THE
ULTIMATE CONTRACT AWARD WILL BE GIVEN AT THE BID OPENING OR DURING THE EVALUATION
PROCESS. BIDS MAY BE EXAMINED WITHIN 72 HOURS AFTER BID OPENING. INFORMATION
PERTAINING TO COMPLETED FILES MAY BE SECURED BY VISITING THE THE STATE OF LOUISIANA
DURING NORMAL WORKING HOURS. WRITTEN BID TABULATIONS WILL NOT BE FURNISHED.

17. AWARDS,
THE STATE OF LOUISIANA RESERVES THE RIGHT TO AWARD ITEMS SEPARATELY, GROUPED OR ON AN ALL-OR-
NONE BASIS AND TO REJECT ANY OR ALL BIDS AND WAIVE ANY INFORMALITIES.

18. PRICES.

UNLESS OTHERWISE SPECIFIED BY THE STATE OF LOUISIANA IN THE SOLICITATION, BID PRICES
MUST BE COMPLETE, INCLUDING TRANSPORTATION PREPAID BY BIDDER TO DESTINATION AND FIRM
FOR ACCEPTANCE FOR A MINIMUM OF 30 DAYS. IF ACCEPTED, PRICES MUST BE FIRM FOR THE
CONTRACTUAL PERICD. BIDS OTHER THAN F.0.B. DESTINATION WAY BE REJECTED. PRICES SHOULD
BE QUOTED IN THE UNIT (EACH, BOX, CASE, ETC.) AS SPECIFIED IN THE SOLICITATION.

19. DELIVERIES.
BIDS MAY BE REJECTED IF THE DELIVERY TIME INDICATED IS LONGER THAN THAT SPECIFIED IN THE
SOLICITATION.



20. TAXES.
VENDOR IS RESPONSIBLE FOR INCLUDING ALL APPLICABLE TAXES IN THE BID PRICE. STATE AGENCIES ARE
EXEMPT FROM ALL STATE AND LOCAL SALES AND USE TAXES.

21. NEW PRODUCTS.

UNLESS SPECIFICALLY CALLED FOR IN THE SOLICITATION, ALL PRODUCTS FOR PURCHASE MUST
BE NEW, NEVER PREVIOUSLY USED, AND THE CURRENT HMODEL AND/OR PACKAGING. NO
REMANUFACTURED, DEMONSTRATOR, USED OR IRREGULAR PRODUCT WILL BE CONSIDERED FOR
PURCHASE UNLESS OTHERWISE SPECIFIED IN THE SOLICITATION. THE MANUFACTURER'S
STANDARD WARRANTY WILL APPLY UNLESS OTHERWISE SPECIFED IN THE SOLICITATION.

22. CONTRACT RENEWALS.

UPON AGREEMENT OF THE STATE OF LOUISIANA AGENCY AND THE CONTRACTOR, A TERM CONTRACT
MAY BE EXTENDED FOR 2 ADDITIOMAL 12-MONTH PERIODS AT THE SAME PRICES, TERMS AND
CONDITIONS.

23. CONTRACT CANCELLATION.
THE STATE OF LOUISIANA HAS THE RIGHT TO CANCEL ANY CONTRACT, IN ACCORDANCE WITH PURCHASING
RULES AND REGULATIONS, FOR CAUSE, INCLUDING BUT NOT LIMITED TO, THE FOLLOWING:

(1) FAILURE TO DELIVER WITHIN THE TIME SPECIFIED IN THE CONTRACT;

(2) FAILURE OF THE PRODUCT OR SERVICE TO MEET SPECIFICATIONS, CONFORM TO SAMPLE QUALITY OR TO BE
DELIVERED IN GOOD CONDITION,

(3) MISREPRESENTATION BY THE CONTRACTOR;

(4) FRAUD, COLLUSION, CONSPIRACY OR OTHER UNLAWFUL MEANS OF OBTAINING ANY CONTRACT WITH THE
STATE;

15y CONFLICT OF CONTRACT PROVISIONS WITH CONSTITUTIONAL OR STATUTORY PROVISIONS OF STATE OR
FEDERAL LAW;

(6} ANY OTHER BREACH OF CONTRACT.

THE STATE, BY WRITTEN NOTICE, MAY TERMINATE THIS CONTRACT, IN WHOLE OR IN PART, WHEN IT IS
IN THE STATE'S INTEREST. IF THIS CONTRACT IS TERMINATED, THE STATE SHALL BE LIABLE ONLY FOR
GOODS OR SERVICES DELIVERED OR ACCEPTED. THE STATE NOTICE OF TERMINATION MAY PROVIDE THE
CONTRACTOR THIRTY (30) DAYS PRIOR NOTICE BEFORE IT BECOMES EFFECTIVE. HOWEVER, AT THE
STATE'S SOLE OPTION A TERMINATION OF CONVENIENCE MAY BE EFFECTIVE IMMEDIATELY AND MAY APPLY
TO DELIVERY ORDERS (IF APPLICABLE) OR TO THE CONTRACT IN WHOLE.

24, DEFAULT OF CONTRACTOR.

FAILURE TO DELIVER WITHIN THE TIME SPECIFIED IN THE BID WILL CONSTITUTE A DEFAULT AND MAY
CAUSE CANCELLATION OF THE CONTRACT. WHERE THE STATE HAS DETERMINED THE CONTRACTOR TO
BE IN DEFAULT.

THE STATE RESERVES THE RIGHT TO PURCHASE ANY OR ALL PRODUCTS OR SERVICES COVERED BY
THE CONTRACT ON THE OPEN MARKET AND TO CHARGE THE CONTRACTOR WITH COST IN EXCESS OF
THE CONTRACT PRICE. UNTIL SUCH ASSESSED CHARGES HAVE BEEN PAID, NO SUBSEQUENT BID
FROM THE DEFAULTING CONTRACTOR WILL BE CONSIDERED.



25. ORDER OF PRIQRITY.
IN THE EVENT THERE IS A CONFLICT BETWEEN THE INSTRUCTIONS TO BIDDERS OR STANDARD
CONDITIONS AND THE SPECIAL CONDITIONS, THE SPECIAL CONDITIONS SHALL GOVERN.

26. APPLICABLE LAW.
ALL CONTRACTS SHALL BE CONSTRUED IN ACCORDANCE WITH AND GOVERNED BY THE LAWS OF
THE STATE OF LOUISIANA.

27. COMPLIANCE WITH CIVIL RIGHTS LAWS.

BY SUBMITTING AND SIGNING THIS BID, BIDDER AGREES TQ ABIDE BY THE REQUIREMENTS OF THE
FOLLOWING AS APPLICABLE: TITLE VI AND VII OF THE CIVIL RIGHTS ACT OF 1964, AS AMENDED
BY THE EQUAL OPPORTUNITY ACT OF 1972, FEDERAL EXECUTIVE ORDER 11246, FEDERAL
REHABILITATION ACT OF 1973, AS AMENDED, THE VETERAN'S READJUSMENT ASSISTANCE ACT OF
1974, TITLE IX OF THE EDUCATION AMENDMENTS OF 1972, THE AGE ACT OF 1975, AND BIDDER
AGREES TO ABIDE BY THE REQUIREMENTS OF THE AMERICANS WITH DISABILITIES ACT OF 1990.
BIDDER AGREES NOT TO DISCRIMINATE IN ITS EMPLOYMENT PRACTICES, AND WILL RENDER SERVICES
UNDER ANY CONTRACT ENTERED INTO AS A RESULT OF THIS SOLICITATION WITHOUT REGARD TO
RACE, COLOR, RELIGION, NATIONAL ORIGIN, VETERAN STATUS, POLITICAL AFFILIATION, OR
DISABILITIES. ANY ACT OF DISCRIMINATION COMMITTED BY BIDDER, OR FAILURE TO COMPLY WITH
THESE STATUTORY OBLIGATIONS WHEN APPLICABLE, SHALL BE GROUNDS FOR TERMINATION OF ANY
CONTRACT ENTERED INTO AS A RESULT OF THIS SOLICITATION.

28. SPECIAL ACCOMMODATION.

ANY "QUALIFIED INDIVIDUAL WITH A DISABILITY" AS DEFINED BY THE AMERICANS WITH
DISABILITIES ACT WHO HAS SUBMITTED A BID AND DESIRES TO ATTEND THE BID OPENING, MUST
NOTIFY THIS OFFICE IN WRITING NOT LATER THAN 7 DAYS PRIOR TO THE BID OPENING DATE OF
THEIR NEED FOR SPECIAL ACCOMMODATIONS. IF THE REQUEST CANNOT BE REASONABLY PROVIDED,
THE INDIVIDUAL WILL BE INFORMED PRIOR TO THE BID OPENING.

29. INDEMNITY.

CONTRACTOR AGREES, UPON RECEIPT OF WRITTEN NOTICE OF A CLAIM OR ACTION, TO DEFEND THE
CLAIM OR ACTION, OR TAKE OTHER APPROPRIATE MEASURE, TO INDEMNIFY, AND HOLD HARMLESS,
THE STATE, ITS OFFICERS, ITS AGENTS AND ITS EMPLOYEES FROM AND AGAINST ALL CLAIMS AND
ACTIONS FOR BODILY INJURY, DEATH OR PROPERTY DAMAGES CAUSED BY THE FAULT OF THE
CONTRACTOR, ITS OFFICERS, ITS AGENTS, OR ITS EMPLOYEES. CONTRACTOR IS OBLIGATED TO
INDEMNIFY ONLY TO THE EXTENT OF THE FAULT OF THE CONTRACTOR, ITS OFFICERS, ITS
AGENTS, OR ITS EMPLOYEES. HOWEVER, THE CONTRACTOR SHALL HAVE NG OBLIGATION AS SET
FORTH ABOVE WITH RESPECT TO ANY CLAIM OR ACTION FROM BODILY INJURY, DEATH OR PROPERTY
DAMAGES ARISING OUT OF THE FAULT OF THE STATE, ITS OFFICERS, ITS AGENTS OR ITS
EMPLOYEES.

30. SIGNATURE AUTHORITY.
ATTENTION: R.S. 39:1594(C)(4) REQUIRES EVIDENCE GF AUTHORITY TO SIGN AND SUBMIT BIDS TO THE STATE
OF LOUISIANA. YOU MUST INDICATE WHICH OF THE FOLLOWING APPLY TO THE SIGNER OF THIS BID.



PLEASE CIRCLE ONE:

1. THE SIGNER OF THIS BID IS EITHER A CORPORATE OFFICER WHO IS LISTED ON
THE MOST CURRENT ANNUAL REPORT ON FILE WITH THE SECRETARY OF STATE OR A
MEMBER OF A PARTNERSHIP OR PARTNERSHIP IN COMMENDAM AS REFLECTED IN THE
MOST CURRENT PARTNERSHIP RECORDS ON FILE WITH THE SECRETARY OF STATE. A
COPY OF THE ANNUAL REPORT OR PARTNERSHIP RECORD MUST BE SUBMITTED TO THIS
OFFICE BEFORE CONTRACT AWARD.

2. THE SIGNER OF THE BID IS A REPRESENTATIVE OF THE BIDDER AUTHORIZED TO
SUBMIT THIS BID AS EVIDENCED BY DOCUMENTS SUCH AS, CORPORATE RESOLUTION,
CERTIFICATION AS TO CORPORATE PRINCIPAL., ETC. IF THIS APPLIES A COPY OF THE
RESOLUTION, CERTIFICATION, OR OTHER SUPPORTIVE DOCUMENTS MUST BE ATTACHED
HERETO.

3. THE BIDDER HAS FILED WITH THE SECRETARY OF STATE AN AFFIDAVIT OR
RESOLUTION OR OTHER ACKNOWLEDGED/ AUTHENTIC DOCUMENT INDICATING THAT THE
SIGNER I3 AUTHORIZED TO SUBMIT BIBS FOR PUBLIC CONTRACTS. A COPY OF THE
APPLICABLE DOCUMENT MUST BE SUBMITTED TO THIS OFFICE BEFORE CONTRACT
AWARD.

4. THE SIGNER OF THE BID HAS BEEN DESIGNATED BY THE BIDDER AS
AUTHORIZED TO SUBMIT BIDS ON THE BIDDER'S VENDOR REGISTRATION ON FILE
WITH THIS OFFICE.

31. IN ACCORDANCE WITH THE PROVISIONS OF R.S. 39:2182, IN AWARDING CONTRACTS AFTER
AUGUST 15, 2010, ANY PUBLIC ENTITY IS AUTHORIZED TO REJECT A PROPOSAL OR BID FROM, OR
NOT AWARD THE CONTRACT TO, A BUSINESS IN WHICH ANY INDIVIDUAL WITH AN OWNERSHIP INTEREST
OF FIVE PERCENT OR MORE, HAS BEEN CONVICTED OF, OR HAS ENTERED A PLEA OF GUILTY OR NOLO
CONTENDERE TO ANY STATE FELONY OR EQUIVALENT FEDERAL FELONY CRIME COMMITTED IN THE
SOLICITATION CR EXECUTION OF A CONTRACT OR BID AWARDED UNDER THE LAWS GOVERNING PUBLIC
CONTRACTS UNDER THE PROVISIONS OF CHAPTER 10 OF TITLE 38 OF THE LOUISIANA REVISED
STATUTES OF 1956, PROFESSIONAL, PERSONAL, CONSULTING, AND SOCTAL SERVICES PROCUREMENT
UNDER THE PROVISIONS OF CHAPTER 16 OF TITLE 39, OR THE LOUISIANA PROCUREMENT CODE UNDER
THE PROVISIONS OF CHAPTER 17 OF TITLE 39.

32. FEDERAL CLAUSES, IF APPLICABLE.
CIVIL RIGHTS

BOTH PARTIES SHALL ABIDE BY THE REQUIREMENTS OF TITLE VII OF THE CIVIL RIGHTS ACT OF 1964, AND
SHALL NOT DISCRIMINATE AGAINST EMPLOYEES OR APPLICANTS DUE TO COLOR, RACE, RELIGION, SEX,
HANDICAP OR NATIONAL ORIGIN. FURTHERMORE, BOTH PARTIES SHALL TAKE AFFIRMATIVE ACTION PURSUANT
TO EXECUTIVE ORDER #11246 AND THE NATIONAL VOCATIONAL REHABILITATION ACT OF 1973 TO PROVIDE FOR
POSITIVE POSTURE IN EMPLOYING AND UPGRADING PERSONS WITHOUT REGARD TO RACE, COLOR, RELIGION,
SEX, HANDICAP OR NATIONAL ORIGIN, AND SHALL TAKE AFFIRMATIVE ACTION AS PROVIDED IN THE VIETNAM
ERA VETERAN'S READJUSTMENT ACT OF 1974. BOTH PARTIES SHALL ALSO ABIDE BY THE REQUIREMENTS OF
TITLE VI OF THE CIVIL RIGHTS ACT OF 1964 AND THE VOCATIONAL REHABILITION ACT OF 1973 TO ENSURE
THAT ALL SERVICES ARE DELIVERED WITHOUT DISCRIMINATION DUE TO RACE, COLOR, NATIONAL ORIGIN OR
HANDICAP.



ANTI-KICKBACK CLAUSE

THE CONTRACTOR HEREBY AGREES TO ADHERE TO THE MANDATE DICTATED BY THE COPELAND “ANTI-KICKBACK"
ACT WHICH PROVIDES THAT EACH CONTRACTOR OR SUBGRANTEE SHALL BE PROHIBITED FROM INDUCING, BY ANY
MEANS, ANY PERSON EMPLOYED IN THE COMPLETION OF WORK, TO GIVE UP ANY PART OF THE COMPENSATION
TO WHICH HE IS OTHERWISE ENTITLED,

CLEAN AIR ACT

THE CONTRACTOR HEREBY AGREES TQ ADHERE TO THE PROVISIONS WHICH REQUIRE COMPLIANCE WITH ALL
APPLICABLE STANDARDS, ORDERS OR REQUIREMENTS ISSUED UNDER SECTION 306 OF THE CLEAN AIR ACT
WHICH PROHIBITS THE USE UNDER NON-EXEMPT CONTRACTS, GRANTS OR LOANS OF FACILITIES INCLUDED
ON THE EPA LIST OF VIOLATING FACILITIES.

CLEAN WATER ACT

THE CONTRACTOR HEREBY AGREES TO ADHERE TO THE PROVISICNS WHICH REQUIRE COMPLIANCE WITH
ALL APPLICABLE STANDARDS, ORDERS OR REQUIREMENTS ISSUED UNDER SECTION 508 OF THE CLEAN
WATER ACT WHICH PROHIBITS THE USE UNDER NON-EXEMPT FEDERAL CONTRACTS, GRANTS OR LOANS
OF FACILITIES INCLUDED ON THE EPA LIST OF VIOLATING FACILITIES.

ANTI-LOBBYING AND DEBARMENT ACT

THE CONTRACTOR WILL BE EXPECTED TO COMPLY WITH FEDERAL STATUTES IN THE ANTI-LOBBYING ACT
AND THE DEBARMENT ACT.

33. CERTIFICATION OF NO SUSPENSION OR DEBARMENT.

BY SIGNING AND SUBMITTING ANY PROPOSAL FOR $25,000 OR MORE, THE PROPOSER CERTIFIES THAT
THEIR COMPANY, ANY SUBCONTRACTORS, OR PRINCIPALS ARE NOT SUSPENDED OR DEBARRED BY THE
GENERAL SERVICES ADMINISTRATION (GSA) IN ACCORDANCE WITH THE REQUIREMENTS IN "AUDIT
REQUIREMENTS IN SUBPART F QF THE OFFICE OF MANAGEMENT AND BUDGET'S UNIFORM ADMINISTRATIVE
REQUIREMENTS, COST PRINCIPLES, AND AUDIT REQUIREMENTS FOR FEDERAL AWARDS" (FORMERLY OMB
CIRCULAR A-133).

A LIST OF PARTIES WHO HAVE BEEN SUSPENDED OR DEBARRED CAN BE VIEWED VIA THE INTERNET AT
HTTPS: / /Wi . SAM . GOV,

34. IN ACCORDANCE WITH LOUISIANA LAW, ALL CORPORATIONS (SEE LA R.S. 12:262.1) AND LIMITED
LIABILITY COMPANIES (SEE LA R.S. 12:1308.2} MUST BE REGISTERED AND IN GOOD STANDING WITH THE
LOUISIANA SECRETARY OF STATE IN ORDER TO HOLD A PURCHASE ORDER AND/OR CONTRACT OVER $25,000.

35. ALL BID AMOUNTS SHALL BE SUBMITTED IN UNITED STATES DOLLARS.



BID DELIVERY INSTRUCTIONS FOR LOUISIANA DEPARTMENT OF
AGRICULTURE & FORESTRY
LAFA

Bids may be mailed through the U.S. Postal Service or delivered by hand courier service to:

Louisiana Department of Agriculture & Forestry
Louisiana Agricultural Finance Authority
Procurement Section
Suite 1000
5825 Florida Blvd.

Baton Rouge, LA 70806

Bidder is solely responsible for ensuring that its courier service provider makes inside deliveries to
our physical location. The Louisiana Department of Agriculture & Forestry is not responsible for
any delays caused by the bidder’s chosen means of bid delivery. Bidder is solely responsible for the
timely delivery of its bid. Failure to meet the bid opening date & time shall result in rejection of the
bid.

Terms and Conditions: This solicitation contains all terms and conditions with respect to the
commodities herein. Any vendor contracts, forms, terms or other materials submitted with bid may
cause bid to be rejected.

Vendor's Forms: The Purchase Order is the only binding document to be issued against this
contract. Signing of vendor's forms is not allowed.

Acceptance: Unless otherwise specified, bids on this contract will be assumed to be firm for
acceptance for a minimum of sixty (60) days. If accepted, prices must be firm for the specified
period.

Payment: Payment will be made on the basis of unit price as listed on the purchase order. Such
price and payment will constitute full compensation for the contract.

Cancellation: The State of Louisiana reserves the right to cancel this contract with thirty (30) days
written notice.

Controversies: Any claims or controversies associated with the contract issued as a result of this
solicitation will be resolved in accordance with the Louisiana Procurement Code, R.S. 39:1673,

Late Payments: Late payments; if any shall be paid in accordance with R.S. 39:1695.

Certification of No Suspension or Debarment:_By signing and submitting any bid for $25,000 or
more, the bidder certifies that their company, any subcontractors, or principals are not suspended
or debarred by the General Services Administration {(GSA) in accordance with the requirements of
OMB Circular A-133.

A list of parties who have been suspended or debarred can be viewed via the internet at
WWw.SAIM.gov.



Compliance with Civil Rights Laws: By submitting and signing this solicitation, the bidder agrees
to abide by the requirements of the following as applicable: Title VI and Title VI of the Civil Rights
Act of 1964, as amended by the Equal Opportunity Act of 1972, Federal Executive Order 11246, the
Federal Rehabilitation Act of 1973, as amended, the Vietnam Era Veteran’s Readjustment
Assistance Act of 1974, Title IX of the Education Amendments of 1972, the Age Act of 1975, and
bidder agrees to abide by the requirements of the Americans With Disabilities Act of 1990. Bidder
agrees not to discriminate in its employment practices, and will render services under any contract
entered into as a result of this solicitation, without regard to race, color, religion, sex, national
origin, veteran status, political affiliation, or disabilities. Any act of discrimination committed by
bidder, or failure to comply with these statutory obligations when applicable, shall be grounds for
termination of any contract entered into as a result of this solicitation.

General Reguirements:

If bidding other than specified, sufficient information should be enclosed with the bid in order to
determine quality, suitability, and compliance with the specifications.

Literature and/or specifications must be submitted upon request; if requested, literature and/or
specifications must be submitted within seven (7) days.

Louisiana Motor Vehicle Dealers License

Bidders must be licensed by the Louisiana Motor Vehicle Commission and should include a copy of
a valid dealer’s license issued under the provisions of La. R.S. 32:1254 with their bid. Any bidder
who fails to include a valid dealer’s license with their bid must provide a copy to this office within
ten (10) business days following the bid opening date. Failure to do so will result in the bid being
rejected. Any questions regarding licensing required by the Motor Vehicle Commission should be
directed to the Motor Vehicle Commission at {504) 838-5207, or via website: www.lmvc.la.gov.

Waste Tire Fee Notice

Do not include the cost of the waste tire fee in your bid price. The State of Louisiana, Louisiana
Agricultural Finance Authority will add the cost of the waste tire fee to the bid amount upon award.
In accordance with LAC 33:VI1.10521.B the following waste tire fee will be added to the successful
bidder's award: $2.25 for passenger/light truck tires including the spare, $5.00 for medium truck
tires including the spare and $10.00 for off road vehicle tires including the spare. Bidders are
requested to note the number of tires on the vehicle being bid, including the spare.

Number of tires, including the spare:

Please state the applicable fee per tire to be charged above: $

If an item has domestic status because of a trade treaty or other initiative, then the bidder
may be required to identify each product, country and qualifying treaty.



General Specifications

Bidder should indicate either their compliance with each stated specification requirement, or their
proposed specification. Failure to indicate any deviations will be interpreted to mean bidder is
furnishing exactly as specified.

The specifications describe the minimum requirements. The equipment shall be new, of current
manufacture, a production model, and must meet all State and Federal safety standards in effect at
the time of delivery.

Any additions, deletions, or variations from the specifications should be noted in writing. Minor
deviations from the specifications which do not impair comparative functional equivalency will be
accepted. Any references to brand name parts, supplies, or equipment in the specifications shall be
“or equal” unless otherwise stated.

Workmanship:

Any equipment delivered under this specification is subject to rejection if there is evidence of poor
workmanship by either the vendor, or the original manufacturer. Any defect must be corrected to
specification and to the satisfaction of the agency prior to invoice payment.

Responsibility for Inspection:

Unless otherwise specified in the contract or purchase order, the dealer shall be responsible for the
performance of all inspection and test requirements necessary to ensure compliance with
requirements of general and detailed specifications. This action does not preclude subsequent
inspection and testing by the State authorized representative to further determine conformance
with specification requirements of quality standards of workmanship, material and construction
techniques. It will be the responsibility of the dealer to pick up vehicle(s) rejected, make necessary
corrections and re-deliver for re-inspection and acceptance.

Emission Standards:
In order to be considered for award, unless specified, vehicle herein, must be approved for
delivery in the 48 continental United States.

Delivery:

Vehicles shall be delivered fully serviced and ready for use. The dealer shall be required to make
any necessary adjustments or install omitted equipment prior to acceptance of the vehicle. No
facilities or personnel will be provided by the State to handle any make-ready adjustments or
equipment installations.

Louisiana Safety Inspection Sticker:
A safety inspection shall be performed on each unit prior to delivery and a Louisiana inspection
sticker properly affixed.

****Note: Do NOT include the cost of the safety inspection in your bid price.
Applicable Safety Inspection Sticker cost, as determined by Louisiana Department of Motor Vehicles

(DMV) guidelines, will be added to awarded lines, based on the parish successful Dealer is
domiciled.



References:

DMV: http://dpsweb.dps.louisiana.gov/omvi.nsf/, Section IV, 112.00

LSP; http://www.]sp.org/lse form4.html

2 Year new vehicle Safety Inspection Stickers will be required for participating Dealers, in
participating parishes.
1 Year Safety Inspection Stickers will be required for all other vehicles not covered above.

Dealer complete the following:

Dealership domiciled in Parish
Check the selection applicable to your Dealership:

Dealership authorized to issue LA new vehicle 2 Year Safety Inspection Sticker.
Dealership authorized to issue LA 1 Year Safety Inspection Sticker.

Dealership is not authorized to issue, but will obtain a 1 Year sticker prior to
delivery of vehicles.

Dealership is not authorized to issue, but will obtain a 2 Year sticker prior to
delivery of vehicles.

Documents:
Each vehicle shall be delivered with:
i) Complete certification of origin
ii) Odometer disclosure statement
ili} Warranty owner's manual and details
iv) Copy of dealer's inspection and service check sheet and any other necessary credentials.
v) Dealer must set up notification through OEM to Agency for receiving new bulletins,
vehicle updates, service alerts or recalls,
vi) Temporary license
vii} Motor vehicle safety inspection sticker
viii) Notarized invoice
Any other documentation required in the specifications



Heavy Duty Truck Bid Specifications

Custom Truck Cab and Chassis Specifications

Model Profile

2021 HV613 SBA (HV613)

AXLE CONFIG: 6X4

APPLICATION: Mobile Aerial Crane

MISSION: Requested GVWR: 66000. Calc. GVWR: 60000

Calc. Start / Grade Ability: 35.20%/ 2.71% @ 55 MPH

Calc. Geared Speed: 88.9 MPH

DIMENSION: Wheelbase: 244.00, CA: 176.90, Axle to Frame: 79.00

ENGINE, DIESEL: {Intemnational A26} EPA 2017, 450HP @ 1700 RPM, 1700 lb-ft Torque @ 1000 RPM, 2100 RPM
Governed Speed, 450 Peak HP {Max)

Engine must be CARB Certified Low NOx

Engine Compression Brake (Jacobs; for A26 Engine, with Selector Switch and On/Off Switch)

TRANSMISSION, MANUAL: {Eaton Fuller UltraShift+ FO-17E308LL-VCS} 10-Speed Fully Automated Manual, Aluminum
Clutch Housing, Overdrive, Double-Lo, Electronic Shift Controls and Clutch Actuation, Air Range

Shift, Internal Lube Oil Pump, Hill Start Aid

CLUTCH: {Eaton Fuller ECA-1850} Two-Plate, Ceramic, 7-Spring with Pre-Damper, 15.5" Diameter, with Adjustment-Free
Feature, 1850 Ib-ft Torque Capacity

AXLE, FRONT NON-DRIVING: {Meritor MF5-20-133A} Wide Track, I-Beam Type, 20,000-1b Capacity AXLE, REAR,
TANDEM: {Meritor MT-40-14X-4DFR} Single Reduction, 40,000-1b Capacity, .433"(1 1mm) Wall Housing Thickness, R
Wheel Ends Gear Ratio: 3.90

CAB: Conventional, Day Cab

TIRE, FRONT: (2) 425/65R22.5 Load Range L G296 MSA (GOODYEAR), 468 rev/mile, 68 MPH, All-Position TIRE, REAR:
{8) 11R22.5 Load Range G HDL2 DL ECO PLUS (CONTINENTAL), 491 rev/mile, 75 MPH, Drive SUSPENSION, REAR,
AIR, TANDEM: {Hendrickson HAS-402-55} 40,000-1b Capacity, 55" Axle Spacing, 9.5" Ride Height, with Shock Absorbers,
Mounted Inboard

FRAME REINFORCEMENT: Full Outer C-Channel, Heat Treated Alloy Steel (120,000 PSI Yield), 10.813" x 3.892" x 0.312"
(274.6mm x 98.8mm x 7.9mm), 480.0" {12192mm) OAL

PAINT: Cab schematic 100WN
Base Chassis, Model HV613 SBA with 244.00 Wheelbase, 176.90 CA, and 79.00 Axle to Frame.

TOW HOOK, FRONT (2) Frame Mounted



AXLE CONFIGURATION {Navistar} 6x4

FRAME RAILS Heat Treated Alloy Steel {120,000 PSI Yield), 10.125" x 3.580" x 0.312" (257.2mm x 90.9mm x &.0mm);
480.0" (12192) Maximum OAL

FRAME REINFORCEMENT Full Quter C-Channel, Heat Treated Alloy Steel (120,000 PSI Yield), 10.813" x 3.892" x 0.312"
(274.6mm x 98.8mm x 7.9mm)}, 480.0" (12192mm) OAL

BUMPER, FRONT Swept Back, Steel, Heavy Duty
WHEELBASE RANGE 183" (465¢m) Through and Including 248" (630cm)
AXLE, FRONT NON-DRIVING {Meritor MFS-20-133A} Wide Track, I-Beam Type, 20,000-1b Capacity

SUSPENSION, FRONT, SPRING Parabolic Taper Leaf, Shackle Type, 20,000-1b Capacity, with Shock Absorbers BRAKE
SYSTEM, AIR Dual System for Straight Truck Applications

Includes

: BRAKE LINES Color and Size Coded Nylon

: DRAIN VALVE Twist-Type

: GAUGE, AIR PRESSURE (2) Air 1 and Air 2 Gauges; Located in Instrument Cluster

: PARKING BRAKE CONTROL Yellow Knob, Located on Instrument Panel

: PARKING BRAKE VALVE For Truck

: QUICK RELEASE VALVE On Rear Axle for Spring Brake Release: | for 4x2, 2 for 6x4

: SPRING BRAKE MODULATOR VALVE R-7 for 4x2, SR-7 with relay valve for 6x4/8x6
DRAIN VALVE {Berg} with Pull Chain, for Air Tank

AIR BRAKE ABS {Bendix AntiLock Brake System} 4-Channel (4 Sensor/4 Modulator) Full Vehicle Wheel Control System,
with Automatic Traction Control

AIR DRYER {Bendix AD-9} with Heater

BRAKE CHAMBERS, REAR AXLE {Bendix EverSure} 30/30 Sqln Spring Brake
BRAKE CHAMBERS, FRONT AXLE {Bendix} 24 Sqln

SLACK ADJUSTERS, FRONT {Gunite} Automatic

SLACK ADJUSTERS, REAR {Gunite} Automatic

AIR COMPRESSOR {Bendix BA-921 Head Unload} 159 CFM

AIR DRYER LOCATION Mounted Inside Left Rail, Back of Cab

AIR TANK LOCATION (2) Mounted Under Battery Box, Outside Left Rail, Back of Cab, Perpendicular to Rail DUST
SHIELDS, FRONT BRAKE for Air Cam Brakes

DUST SHIELDS, REAR BRAKE for Air Cam Brakes

BRAKES, REAR {Meritor 16.5X7 Q-PLUS CAST} Air S-Cam Type, Cast Spider, Fabricated Shoe, Double Anchor Pin, Size
16.5" X 7", 23,000-1b Capacity per Axle

BRAKES, FRONT {Meritor 16.5X6 Q-PLUS CAST} Air S-Cam Type, Cast Spider, Fabricated Shoe, Double Anchor Pin, Size
16.5" X 6", 20,000-1b Capacity



PARK BRAKE CHAMBERS,ADDITIONAL (2) Spring Brake Type

STEERING COLUMN Tilting and Telescoping

STEERING WHEEL 4-Spoke; 18" Dia., Black

STEERING GEAR (2) {Sheppard M100/M80} Dual Power

DRIVELINE SYSTEM {Dana Spicer} SPL250 Main Driveline with SPL170 Interaxle Shaft, for 6x4
AFTERTREATMENT COVER Aluminum

EXHAUST SYSTEM Single, Horizontal Aftertreatment Device, Frame Mounted Right Side Under Cab, for Single Vertical Tail
Pipe, Frame Mounted Right Side Back of Cab

ENGINE COMPRESSION BRAKE Omit

TAIL PIPE (1) Turnback Type, Bright

MUFFLER/TAIL PIPE GUARD (1) Bright Stainless Steel

EXHAUST HEIGHT 1' 6" Curved to side

ELECTRICAL SYSTEM 12-Volt, Standard Equipment

Includes

: DATA LINK CONNECTOR For Vehicle Programming and Diagnostics In Cab

: HAZARD SWITCH Push On/Push Off, Located on Instrument Panel to Right of Steering Wheel

: HEADLIGHT DIMMER SWITCH Integral with Turn Signal Lever

: PARKING LIGHT Integral with Front Turn Signal and Rear Tail Light

: STARTER SWITCH Electric, Key Operated

: STOP, TURN, TAIL & B/U LIGHTS Dual, Rear, Combination with Reflector

: TURN SIGNAL SWITCH Self-Cancelling for Trucks, Manual Cancelling for Tractors, with Lane Change Feature :
WINDSHIELD WIPER SWITCH 2-Speed with Wash and Intermittent Feature (5 Pre-Set Delays), Integral with Turmn Signal
Lever : WINDSHIELD WIPERS Single Motor, Electric, Cowl Mounted

: WIRING, CHASSIS Color Coded and Continuously Numbered

CIGAR LIGHTER Includes Ash Cup

POWER SOURCE Cigar Type Receptacle without Plug and Cord

ALTERNATOR {Leece-Neville AVI160P2013} Brush Type, 12 Volti, 160 Amp Capacity, Pad Mount

BODY BUILDER WIRING Rear of Frame; Includes Sealed Connectors for Tail/Amber Turn/Marker/ Backup/Accessory
Power/Ground and Sealed Connector for Stop/Tum

BATTERY SYSTEM {Fleetrite} Maintenance-Free, (3) 12-Volt 1980CCA Total, Top Threaded Stud
SPEAKERS (2) 6.5" Dual Cone Mounted in Both Doors, (2) 5.25" Dual Cone Mounted in Both B-Piilars

CB RADIO Accommodation Package; Header Mounted; Feeds From Accessory Side of Ignition Switch; Includes Power Source
and One (1) Antenna, Antenna Base with Wiring on Left Side Mirror

RADIO AM/FM/WB/Clock/Bluetooth/USB Input/Auxiliary Input



SWITCH, AUXILIARY Accessory Control; for Wiring in Roof, with Maximum of 20 amp Load with Switches In Instrument
Panel HORN, ELECTRIC Disc Style

BACK-UP ALARM {Preco 1059} Electronic; Solid State, Dual Function, 112 dBA

BATTERY BOX Steel, with Fiberglass Cover, 2-4 Battery Capacity, Mounted Left Side Perpendicular to Frame Rail, 35" Back
of Cab CLEARANCE/MARKER LIGHTS (5} {Truck Lite} Amber LED Lights, Flush Mounted on Cab or Sunshade
STARTING MOTOR {Mitsubishi Electric Automotive America 105P} 12-Volt, with Soft-Start

CIRCUIT BREAKERS Manual-Reset {Main Panel) SAE Type Il with Trip Indicators, Replaces All Fuse

TURN SIGNALS, FRONT Includes LED Side Tum Lights Mounted on Fender
HORN, AIR Single Trumpet, Black, with Lanyard Pull Cord

FENDER EXTENSIONS Rubber

LOGOS EXTERIOR Model Badges

LOGOS EXTERIOR, ENGINE Badges

GRILLE Stationary, Chrome

INSULATION, SPLASH PANELS for Sound Abatement

BUG SCREEN Mounted Behind Grille

FRONT END Tilting, Fiberglass, with Three Piece Construction, Includes Long Hood
PAINT SCHEMATIC, PT-1 Single Color, Design 100

Includes

: PAINT SCHEMATIC ID LETTERS "WN"

PAINT TYPE Base Coat/Clear Coat, 1-2 Tone

SAFETY TRIANGLES

MUD FLAPS, FRONT WHEELS (2) Rubber, Mounted on Fender Extension, for Tire Size 425/445

CLUTCH {Eaton Fuller ECA-1850} Two-Plate, Ceramic, 7-Spring with Pre-Damper, 15.5" Diameter, with Adjustment-Free
Feature, 1850 Ib-ft Torque Capacity

ANTI-FREEZE Red, Extended Life Coolant; To -40 Degrees F/ -40 Degrees C, Freeze Protection

ENGINE, DIESEL {International A26} EPA 2017, 450HP @ 1700 RPM, 1700 ib-ft Torque @ 1000 RPM, 2100 RPM Govemned
Speed, 450 Peak HP (Max)

FAN DRIVE {Horton Drivemaster} Two-Speed Type, Direct Drive, with Residual Torque Device for Disengaged Fan Speed
Includes

: FAN Nylon

AIR CLEANER Dual Element

ENGINE CONTROL, REMOTE MOUNTED for PTO, for N13/A26 Engines

FEDERAL EMISSIONS {International A26} EPA, OBD and GHG Certified for Calendar Year 2020



FAN OVERRIDE Manual; with Electric Switch on Instrument Panel, (Fan On with Switch On)

COLD STARTING EQUIPMENT Automatic; with Engine ECM Control

FAN DRIVE SPECIAL EFFECTS Fan Cooling Ring with Fan Shroud Effects, Engine Mounted

EMISSION COMPLIANCE Federal, Does Not Comply with California Clean Air Idle Regulations

RADIATOR Aluminuin, Welded, Cross Flow, Front to Back System, 1292 Sqln, with 1008 SqIn Charge Air Cooler
Includes

: DEAERATION SYSTEM with Surge Tank

: HOSE CLAMPS, RADIATOR HOSES Gates Shrink Band Type; Thermoplastic Ceolant Hose Clamps : RADIATOR HOSES
Premium, Rubber

TRANSMISSION, MANUAL {Eaton Fuller UltraShift+ FO-17E308LL-VCS} 10-Speed Fully Automated Manual, Aluminum
Clutch Housing, Overdrive, Double-Lo, Electronic Shift Controls and Clutch Actuation, Air Range Shift, Internal Lube Qil
Pump, Hill Start Aid

TRANSMISSION SHIFT CONTROL Column Mounted Stalk Shifter, Not for Use with Allison 1000 & 2000 Series
Transmission

OIL COOLER MANUAL TRANSMISSION Water to Oil Type Included in Radiator End Tank (REQUIRES TRANSMISSION LUBE PUMP)
TRANSMISSION OIL {EmGard 40W} Synthetic; 22 thru 33.99 Pints

PTO LOCATION Customer Intends to Install PTO at Bottom of Transmission
SUSPENSION AIR CONTROL VALVE Pressure Release Control In Cab

AXLE, REAR, TANDEM {Meritor MT-40-14X-4DFR} Single Reduction, 40,000-1b Capacity, .433"(1 1mm) Wall Housing Thickness, R Wheel
Ends . Gear Ratio: 3.90

SUSPENSION, REAR, AIR, TANDEM {Hendrickson HAS-402-55} 40,000-1b Capacity, 55" Axle Spacing, 9.5" Ride Height, with Shock
Absorbers, Mounted Inboard

AXLE, REAR, LUBE {EmGard FE-75W-90} Synthetic Oil; 50 thru 64.99 Pints

DEF TANK 9.5 US Gal (36L) Capacity, Frame Mounted Qutside Left Rail, Under Cab
FUEL/WATER SEPARATOR {Racor} Fuel Pre-Filter and Filter Base, Includes Water-In-Fuel Sensor
LOCATION FUEL/WATER SEPARATOR Mounted Qutside Left Rail, 27" Back of Cab

FUEL TANK Top Draw, Non-Polished Aluminum, 26" Dia, 100 US Gal (379L), Mounted Left Side, Under Cab CAB Conventional, Day Cab

Fuel tank cap(Locking type)
AIR CONDITIONER with Integral Heater and Defroster

GAUGE CLUSTER Base Level; English with English Speedometer and Tachometer, for Air Brake Chassis, Includes Engine Coolant Temperature,
Primary and Secondary Air Pressure, Fuel and DEF Gauges, Oil Pressure Gauge, Includes 3 Inch Monochromatic Text Display

IP CLUSTER DISPLAY On Board Diagnostics Display of Fault Codes in Gauge Cluster

SEAT, DRIVER {National Model HP} Air Suspension, High Back, Vinyl Boxing with Cloth Facing, 2 Arm Rests, Isolator, 7.5" Adjuster, 3
Chamber Lumbar, 6 Way Front Cushion Adjust, 3 Way Rear Cushion Adjust, 3-14 Degree Back Angle Adjust, Bellows

SEAT, PASSENGER {National 2000 Model 192} Non Suspension, High Back, Vinyl Boxing with Cloth Facing, 11 Degree Back Angle Adjust

MIRRORS (2) C-Loop, Power Adjust, Heated, LED Clearance Lights, Bright Heads and Arms, 7.5" x 14" Flat Glass, Includes 7.5" x 7" Convex
Mirrors, for 102" Load Width



Notes

: Mirrer Dimensions are Rounded to the Nearest 0.5"

CAB INTERIOR TRIM Classic, for Day Cab

Includes

: CONSOLE, OVERHEAD Molded Plastic with Dual Storage Pockets, Retainer Nets and CB Radio Pocket; Located Above Driver and Passenger
: DOME LIGHT, CAB Door Activated and Push On-Off at Light Lens, Timed Theater Dimming, Integral to Overhead Console, Center Mounted

: SUN VISOR (2) Padded Vinyl; 2 Moveable (Front-to-Side) Primary Visors, Driver Side with Tolf Ticket Strap WINDOW, POWER (2} and Power
Door Locks, Left and Right Doors, Includes Express Down Feature CAB REAR SUSPENSION Air Bag Type

INSTRUMENT PANEL Flat Panel

ACCESS, CAB Steel, Driver & Passenger Sides, Two Steps per Door, for use with Day Cab and Extended Cab WHEELS, FRONT DISC;
22.5x12.25 Rims, Non-Polished Aluminum, 10-Stud, 285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

WHEELS, REAR {Accuride 42644} DUAL DISC; 22.5x8.25 Rims, Standard Polish Aluminum, 10-Stud, 285.75mm BC, Hub-Piloted, Flanged Nut,
with Stee] Hubs

WHEEL, REAR, IDENTITY Replace Inner Aluminum Wheels on Rear Duals with the Equivalent Steel Wheels - For Use with Hub Piloted Wheels
Only

WHEEL BEARING, FRONT, LUBE {EmGard FE-75W-90} Synthetic Oil

BDY INTG, PTO ACCOMMODATION for (3} Latched Rocker Switches, (1) PTO Switch, (2) Generic Switches to Control (3) 30 amp relays, with
Programmable Interlocks, for Body Builder Hook up in the Engine Compartment Left Side, Recommended for Automatic Transmissions

(8) TIRE, REAR 11R22.5 Load Range G HDL2 DL ECO PLUS (CONTINENTAL), 491 rev/mile, 75 MPH, Drive (2) TIRE, FRONT 425/65R22.5
Load Range L G296 MSA (GOODYEAR), 468 rev/mile, 68 MPH, All-Position

Services Section:

WARRANTY Standard for HV513, HV613 Models, Effective with Vehicles Built July 1, 2017 or Later, CTS-2030A Kanawha K.T.E.6,000LB
capacity boom & van body

2021 International Model HV613 SBA or approved equal.



Van Body and Boom Test Unit Specifications

K.T.E. 6,000 LB. Capacity Boom Assembly and Van Body

This is a full hydraulic lifting, lowering and traversing crane that is operated by an air
shift power take off unit running a hydraulic pump that provides power to two hydraulic
motors. The in and out hydraulic motor has a pilot check valve that controls movement
prohibiting unwanted travel. The up/down motor operates a double link chain two point
pick up assembly. This motor has a pressure release, spring applied fail safe brake system
that locks equipment in any position that the operator requires. The hydraulic fluid
reservoir 1s located on the outside of the van body to allow for cooling and eliminate the
possibility of tank overflow on floor surface.

Boom System is totally independent from the van body. KSS uses six (6) each 3” x 3”
steel support posts, supporting 8” channel runways. These posts have welded cross
supports and are welded to the load floor plates that are welded to the cross members.
Van body as proposed is twenty two (22°) feet long for 25,0001b. units, and (24) feet
long for rail road / 30,0001b. units, fiberglass reinforced plywood with two rear swing
open doors and double bar latches on each door. Drivers side front door with pull out
steps.

Maximum Height of 11°8”

Van body will be designed and built at the manufacturers bare minimum height
Hardware is proven galvanized.

Metal tread plate flooring, welded to 12” spaced cross members, except at rear of load
supporting area and these are on 6” centers. Tread plate steel is safer than smooth steel
flooring and lasts longer than wood.

K.T.E. manufactures our equipment to comply with all D.O.T. regulations including:
Rear bumper with built in steps

All lighting

Mud and debris flaps

K.T.E. Test Cart Retainer built to position and secure cart. This retainer has wheel
chocks, a front hold down (operated from rear of unit) and a rear ratchet binder, for total
security.

Rear controlled interior lights/flood lights for nighttime use/grab handles at all doors.
Two (2) each outside mounted locking equipment boxes when open frame permits.
Hand held RF Remote Control Primary with backup control handle located on a
flexible cable with redundant backup system.

Backup Control Handle will be attached using heavy gauge “SO” cable

Kanawha Hoist system with 20’ van body.

Kanawha Model Number FA6000-20FT or approved equal.



Livestock Test Unit Specifications

KSS Fassi Open Bed Knuckle Boom / Knapheide Bed System

*1K & 500 Ib. hydraulic motorized Weight Mover

* KNAPHEIDE PVMXWT-163C, 102 SERIES V-M-X CUSTOM FLATBED

*16°3” LONG X 102” WIDE WITH STEEL TREAD PLATE FLOOR

* WEIGHT — 3247 LBS.

* BHR56102C HEAVY DUTY WELD-ON BULKHEAD

* PT# 77500445 OPTIONAL GUSSETS ON EACH CROSSMEMBER

* PT# 77500502 OPTIONAL 4’ STRUCTURAL CROSSMEMBERS

* PT# 77500957 OPTIONAL UP-GRADE TO 3/16” TREAD PLATE FLOOR

* CHASSIS LIGHTS, MARKER LIGHTS, MUD FLAPS & ICC BUMPER

* STREIGHT REAR RAIL, (DELETED TAPERED TAIL SKIRT)

* (2) CUSTOM BUILT PROTECH UNDERBODY ALUMINUM TOOLBOXES,

24”-T X 24”-D X 48”-L, WITH MID HORZ. SHELF IN EACH

* HYDRAULIC PUMP SUPPLIED BY BAKER

* FASSI MOD# F85B.0.22 HYDRAULIC KNUCKLEBOOM

* 2304 LB. CAP. @ 24’-7” BOOM LENGTH

* WEIGHT - 2138 LBS.

* MANUAL OUTRIGGERS WITH HYDRAULIC UP-DOWN AND
EXTENDABILITY TO 14°-8”

* CROSS OVER DOUBLE MANUAL CONTROL

Active package for overload protection with acoustic and visual indicators

* HYDRAULIC FUNCTION AT BOOM TIP FOR ROTATOR

* KINSHOFER 4-TON ROTATOR ASSEMBLY WITH HOOK

Standard red Fassi Paint

* Test Cart Retainer / Spreader Bar and Retainer / Test Weight Retainer w/ Secure Hold Down

System

*Boom Stanchion

*Extra Toolbox on passenger side

*Ground to bed folding steps

Kanawha Knuckleboom with 16’ open deck.

Kanawha Model Number KTE16FT — KB or approved equal.



